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Power	Consumption (w/m)

Luminous	Flux	(lm/m)

Color	Range

Number	of	pixels (p/m)

Fixture	Length	(mm)

10W 

360Lm 

Multi color

40pix

300, 600, 900, 1200, 1500

Pixel pitch (mm) 25mm

Voltage V 48V DC

l  em Length
RGB 300mm

600mm

900mm

1200mm
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Di idot PxL et Transceiver kit Screw - 203402

Number of channels (p/m) 120ch

t
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Client:
Project 
Date: 

DiGi Linear D-Series
This is a 48V linear luminaire, standard available in RGB. The fixture has a 
115 degree beam angle. Each pixel is individually controllable. The 
luminaire has a pixelpitch of 25mm with a quantity of 40 LEDs per 
meter. Brackets for mounting are included. Impact protection IK08, 
ingress protection IP68. Housing is lightweight aluminium and color 
comes standard in grey.

Key specifications

Control SPI  

Qty M16 3pin Input cable 1m   3430513 
Qty M16 3pin Input cable 2m  3430523 
Qty M16 3pin Input cable 3m  3430533

Qty

Qty

Qty

Qty M16 3pin Extension cable 1m  3430613 
Qty M16 3pin Extension cable 2m  3430623 
Qty M16 3pin Extension cable 3m  3430633

Qty M16 3pin Power cable 1.5m Single feed  0000000

Qty

Qty M16 Power  Data injector cable 1.5m  0000000

End cap

Qty Di idot PxL ode 96 - 20820

Qty Di idot PxL et Transceiver kit R 45 bus - 20341

Qty

Qty

Qty DiGidot C4 Live 4 - 20101

DiGidot C4 Live 8 - 20102
DiGidot C4 Live 12 - 20103
DiGidot C4 Live 16 - 20104

Qty

Qty

Qty

Qty DiGidot C4 Extended 1 - 20201

DiGidot C4 Extended 2 - 20202
DiGidot C4 Extended 4 - 20203
DiGidot C4 Extended 8 - 20204

Qty

Qty

Qty

Di idot PxL et Transceiver kit Solder - 203403

1500mm

Qty HLG-150H-48 - 8440800
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Operating Voltage

Available Colors

Power Consumption p/m

LEDs per Fixture /m

Beam Angle

Luminous Flux p/m

Max Run Length for power

LED Pitch

Storage Temperature

Operating Temperature

Connector

Ingress Protection

Mounting Options

Certifications

Available Housing Colors 

Weight

Warranty

48 V DC

RGB

10 W/m

40

20 mtr.

25 mm

M16 3 Pin Connector

IP68

Mounting Brackets

CE, RoHS

Grey

1.7 Kg

3 Years

-40° C to 85° C

-20° C to 65° C

General specifications

Dimensions

Max Run Length for data 25 mtr.

115º
360lm

Input side
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Channels p/m 120ch

Max 35mm

300mm/ 600mm/ 900mm/ 1200mm/ 1500mm

Max 35mm

Output side

Impact protection IK08

Light distribution

UV protection Yes

Average Beam angle: 116.1 Deg
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Model

RGB

Red Green Blue

98Lm 237Lm 46Lm

Model

RGB

Red Green Blue

620NM 525NM 470NM

LED Type Luxeon SMD3535
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Bracket fixation

Dimensions M16 3Pin connectors & End cap

M16 3Pin End cap

36

M16 3Pin Male connector M16 3Pin Female connector
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4. Move 
sideways

3. Place feet under 
plate

2. Place fixture in bracket1. Mount bracket 5. Tighten the torx 
screws

Minimum of 4mm and maximum of 10mm spacing between 
fixtures to allow thermal expansion

Profile distance

22

8

56

22 19

8

53

Dimensions mounting bracket

60

17
3x16 CSK HEX

(SUS316)

Ø4,5

38

24

24

34
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System diagram advanced

System diagram basic
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Data direction

Brown +48V

Blue -48V

M16 Power & Data injector cablePower Supply Junction box

M12 4pin to Rj45 Input cable
3430755 (15mtr) 
3430756 (30mtr) 
3430757     (50mtr)

2

3

4

1

ArtNet

DiGidot PxLNet Node
20820

Model B @25fps B @50fps Bit

RGB 25mtr 12mtr 8

RGB 12mtr 6mtr 16

M16 3 pin End cap
3430020

Total fixture length of 20mtr for power Total  
fixture length for data see below

HLG-150H-48

Repeat group after every 20mtr till the max amount for data has been reached

Brown +48V

Blue -48V

Green Data

Blue GND

Power Supply Junction box

M16 3 pin Power cable single feed 
3430414

M16 3Pin Input cable, Bare wire to Female
3430113 (1mtr) 
3430123 (2mtr) 
3430133      (3mtr)

Data direction

M16 3 pin End cap
3430020

HLG-150H-48

Model B @25fps B @50fps Bit

RGB 25mtr 12mtr 8

RGB 12mtr 6mtr 16
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